Manual Dishwashing Needs:
1. Double sink (minimum) of non-corrodible metal deep enough for immersion of utensils.
2. Thermometer for checking water temperatures.
3. Testing agent for checking chemical strength.

100 mg/L Chlorine Solutions: 5% Bleach Dilutions of 1 tbsp (½ oz) per gallon of water
or ½ tsp (2 mL) per litre of water

Manual Dishwashing at a Glance

STACK
Scrape thoroughly, and pre-wash dishes which are heavily soiled.

WASH
Wash using good detergent.
Temperature must be at least 45 °C (113 °F).

RINSE
Rinse with clean water.
Temperature must be at least 45 °C (113 °F).

SANITIZE
Sanitize for 2 minutes in:
1. Clean Water at 77 °C (171 °F)
2. One of these Solutions:
   - chlorine solution of 100 to 200 mg/L
   - quaternary ammonium solution of max. 200 mg/L
   - iodine solution of max. 25 mg/L
All solutions must be at least 45 °C (113 °F).

AIR DRY
Air dry.
The use of a dish towel is not permitted.

100 mg/L Chlorine Solutions: 5% Bleach Dilutions of 1 tbsp (½ oz) per gallon of water
or ½ tsp (2 mL) per litre of water

For more information call an Environmental Health Officer at the nearest Government Service Centre.